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SUBJECT DRAINING AND REFILLING PCB CONTAMINATED TRANSFORMER

UNDERSTAND THAT SOME TIME THISTHI MONTH YOU WILL BE PUMPING OIL FROM

AN AUXILIARY TRANSFORMER IN THE DAM THISTHI TRANSFORMER IS SMALL SO

DOESNT CONTAIN LOT OF OIL 100 GALLONSGALLON BUT IT HAS 200 PPM
PUBS AS YOU PREPARE YOUR WORK PLAN FOR THISTHI TASK PLEASE KEEP THE

FOLLOWING PRECAUTIONSPRECAUTION IN MIND

BEFORE PUMPING

1 COMPLETELY SEAL OFF THE DRAIN AT THE BOTTOM OF THE MANHOLE THAT

THE TRANSFORMER IS IN

2 BE PREPARED FOR QUICK SPILL RESPONSE IN CASE OF AN ACCIDENT

HAVE AMPLE OIL ABSORBENT MATERIAL ON SITE

3 PLACE MU PLASTIC SHEETING AND ABSORBENT PADSPAD UNDER THE

BARRELSBARREL TO BE FILLED SO THAT IF OVERFLOW DOESDOE OCCUR SPILLAGE

WILL BE CONTAINED

4 CONSULT WITH THE SAFETY UNIT X3270 AS TO THE LEVEL OF

PERSONAL PORTECTIVE EQUIPMENT THAT IS RECOMMENDED

DURING PUMPING

1 LEAVE TO 10 HEADSPACE IN EACH DRUM THAT YOU FILL

2 IF SPILL DOESDOE OCCUR KEEP IN MIND THE FOLLOWING PRIORITIESPRIORITIE
PROTECT HUMAN HEALTH AND SAFETY

CONTAIN THE SPREAD OF THE SPILL GIVING FIRST

ATTENTION TO ANY THREATSTHREAT TO WATER

CLEAN UP
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3 IF SPILLAGE OCCURSOCCUR AVOID SPREADING CONTAMINATION BY TRACKING
ESTABLISH AN ACCESSACCES ZONE WITH POLYETHYLENE SHEETING WHERE

PROTECTIVE BOOTSBOOT CAN BE PUT ON AND TAKEN OF F

4 CLEAN UP BY USING ABSORBENTSABSORBENT FOR FREESTANDING OIL AND THEN

SCRUBBING SURFACESSURFACE WITH DETERGENT EITHER POWER CLEANER 155
TRISODIUM PHOSPHATE OR AMWAY LOC SOAP WORKSWORK BEST ON PCBS
REMEMBER THAT RAGSRAG AND PROTECTIVE CLOTHING MUST BE DISPOSED OF

AS PCB WASTE IN DRUM

AFIER PUMPING
DECONTAMINATE THE PUMP BY FLUSHING IT WITH KEROSENE ALTERNATE

PUMPING WITH PERIODSPERIOD OF TIME TO ALLOW THE KEROSENE TO SOAK IN

THE PUMP USE AMPLE KEROSENE MAKING SURE THE KEROSENE PUMPSPUMP
CLEAR IN COLOR BEFORE YOUVE FINISHED COLLECT THE KEROSENE

RINSATE IN ANOTHER DRUM AND AGAIN LEAVE 10 HEADSPACE

LABEL ALL THE DRUMSDRUM WITH THE CONTENTSCONTENT DATE OF FILLING YOUR

NAME AND IN THE CASE OF THE OIL THE ANALYSISANALYSI METHOD DATE

AND RESULTS

STORE THE DRUM OF KEROSENE INDOORSINDOOR TO PREVENT IT HEATING TO

FLASH POINT THE PCBCONTAMINATEA OIL KEROSENE AND DEBRISDEBRI
MUST BE STORED IN MANNER THAT COMPLIESCOMPLIE WITH SUBPART OF THE

TOXIC SUBSTANCESSUBSTANCE CONTROL ACT TEMPORARY STORAGE UP TO THIRTY

DAYSDAY IS ALLOWED WITH THE FOLLOWING REQUIREMENT

WEEKLY INSPECTIONSINSPECTION FOR LEAKSLEAK ARE CONDUCTED AND

DOCUMENTED

SPILL PREVENTION CONTROL AND COUNTERMEASURE PLAN

IS PREPARED FOR THE TEMPORARY STORAGE AREA AND

THE STORAGE AREA IS LABELED WITH YELLOW VINYL PCB

STICKER

WHEN THE DRUMSDRUM ARE LOADED FOR TRANSPORT ENSURE THAT THEY ARE

SECURED SO THAT THEY WILL REMAIN UPRIGHT INCLUDE IN THE

SHIPMENT OR ENSURE THE TRUCK OPERATOR HAS PROVIDED SPILL

RESPONSE EQUIPMENT PROTECTIVE GEAR SORBENTSSORBENT EMPTY DRUM AND

PUMP RAGSRAG DETERGENT
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IF YOU HAVE ANY QUESTIONSQUESTION PLEASE FEEL FREE TO CALL TERRY KAKIDA

X3956 OR CHRISCHRI LUBOFF 3798 WE EXPECT THAT THE PUMPING JOB

WILL GO SMOOTHLY BUT WANT TO ENSURE THAT ALL PARTICIPANTSPARTICIPANT ARE

PREPARED IN THE UNLIKELY EVENT OF AN ACCIDENT
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